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Operation Notices

Please read carefully all the instructions before starting your new equipment

Do not operate this
unit under voltage
fluctuations, electric
components could get damage
from voltages above or below
normal range.

o

installed, make sure
considered a disconnection device
emergency. Please be sure fo

disconnect the unit during
prolonged unused periods.

When the unit has been
the electric network has

in order to cut off the power during

® Take proper care when
handling the electric
power cord in the unit,
if you find it defective please do not
iy to replace it or fix it by yourself,
contact immediately professional
assistant.

Keep windows and

air handler is

working, if open they severely

of the unit.

A
-

doors closed while the

reduces the capacity and efficience

To avoid malfunction
keep the air retum in

the air handler free of

obstructions at all times.

® The electric setup
requires a
thermomagnetic
switch that obeys national
regulations and product“s
technical specs (check name plate
for details). Never use this swifch to
turn the unit ON or OFF; it might
damage internal components.

If you perceive smoke
or fire, please shut off
the unit immediately
from te energy supply

Contact the closest authorised
service center fo receive

® Keep any kind of
chemical agents or
combustible material
at least 3 feet from the air handler
unit.

L technical support and help.

Never attempt fo repair
the unit by yourself,

you could cause it an

irreversible damage, if a problem
presents, please contact your closest
authorised service center.

I rrvrze




Operation Notices

e N
Take proper care when handling the electric ® To sef the desire direction of airflow
power cord in the unit, if you find it properly, select the different angles
defective please do not try to replace it or from the remote control using the

fix it by yourself, contact immediately a professional ~ SWING button, the vertical deflector can be

assistant, avoid the use of electrical extensions at the  adjusted by hand.

risk of fire.

vertical Horizontal

® Never put your hands into the airflow ® To prevent health problems, do not
exhaust while the unit is functioning or allow pets or peaple to stay directly
plugged to the electrical power supply. exposed to the airflow.

At the risk of a electric shock, never handle Do not use this unit to different means
the unit with soaked or wet hands. other than home cooling or air
conditioning.

==l
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Do not drop water in the frontal cover of the ® Never place a heat source near the air
unit during regular user maintenance. handler as this affect the performance
and efficience of the unit.




Operating Principles

Working principles und special functions on COOL ONLY units.

Principle

The interior unit uses a heat exchanger to collect head load from interior of the room and conduct it to
exterior. This procedure is assisted by a special blower, who provides the air flow along the room and it
takes the undesired head load to the heat exchanger producing the air circulation and decreasing
ambient temperature. As result it creates a confortable atmosphere inside the room

Working principles und special functions on HEAT PUMP models.

Principle

The air handler provides heat using a reversing valve to revert the cooling cycle, keepeng heat inside and
taking cool outside the room.

Antifreezing

During heat mode, the ambient temperature can drop below 31°F and cause exterior heat exchanger get
frost. When this scenario has been presented an automated protection system will start heating the
outdoor unit allowing to do a self defrosting cycle. At the end of this cycle, the unit go back to normal.
Antifreezing cycle last around 10 minutes.

While in defrost cycle all or some of the following conditions might apply:
* Airflow might stop until the unit has completely defrost or after 8 to 10 minutes.
e LCD panel might keep blinking.

NOTE: Under heat mode, the fan will not work until the unit can provide a heated airflow. This usually
takes from 5 to 10 minutes




Exploded View
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PART

FRONT PANEL

AR FILTER

FRONT CASE

AIR DEFLECTOR

CENTRAL SIDE AIR DEFLECTOR BEARING

PROTECTION GRILL

VERTICAL AIR DEFLECTOR 2

(=) S [0 £, Y FY XY N

HELICOID TONGUE

9 LEFT SIDE AIR DEFLECTOR BEARING

10 | REAR CASE (CHASSIS)

1 INDOOR FAN BEARING HOLDER

12 | INDOOR FAN BEARING

13 | INDOOR FAN

14 | EVAPORATOR SUPPORT
15 | EvaPORATORASSY

16 | MOTOR PRESS PLATE
187 WALL MOUNTING FRAME
18 | WATER HOSE

19 | 19 [ FANELECTRICAL MOTOR
20 | CONNECTING PIPE CLAMP
21 | RUBBERPLUG

22 | CABLE CROSS PLATE

23 | SWING MOTOR

24 | SWING'S CRANK

25 | SCREW COVER

26 | VERTICALAIR DEFLECTOR 1
27 | TRANSFORMER

28 | ELECTRIC BOX

29 | MAGNETIC RING

30 | TERMINAL BOARD

31 ELECTRIC BOX COVER 2
32 | manBoarD

33 | CAPACITOR CBB61

34 | JUMPER

35 | SHIELD COVER OF ELECTRIC BOX

36 | SHIELD COVER OF ELECTRIC BOX Sub-assy|
37 |LOWER SHIELD Sub-assy OF ELECTRIC BO;
38 | ELECTRIC BOXASSY

39 | DISPLAY BOARD

40 | AMBIENT TEMPERATURE SENSOR

41 | REMOTE CONTROLLER

NOTE: This shown only refference, the illustrations in this page may differ from your unit

Basic Diagram

Air?w @Um Power Cable

front panel g

Remote

Airflow exhaust

Horizontal air deflection




Remote control

Display Symbols:

OPERATION MODES

AUTO

COOL
DRY
FAN
HEAT

NOTE: To cycle between MODES, just PRESS
MODE, the following is the mode secuence.

auto cool dry heal fan
SR A
(® SETTEMP. TIMER ONOFF

M
0000

sleep followme lock run

¢« @® &0

]

SLEEP MODE allows A.l. assisted operation

INDICATORS:

Signal Emitter

Temperature
Indicator,
°C or°F.

SLEEP .

Note: The functions may change depending on the model that

you have acquired

05

FAN OPTIONS

AUTO

Automatic Speed
Low Speed

Mid Speed
HiSpeed

Change Secuence:

r AUTO — —

auto cool dry heat fan ON-OFF
o P ¥ A TIMER
(® SETTEMP. TIMER ONOFF
4D 4EE
-
| l "E
! -
-y, e’ ¢ = TURBO
sleep follow me Im::E run ONJOFF:
« @ £ O SYSTEM
FOLLOW ME REMOTE
KEYS LOCK

S 77z



Remote control

Function description:

Signal Transmitter 0 ON/OFF: Turns the unit ON and OFF, SLEEP MODE cancels if
! air handler is off.

==\
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0 MODE: Operating modes: AUTOA (0L  DRY's FANSs HEAT

]

During AUTO mode, temperature will not be shown in display.

- Lo || + The temperature during this modes is preset to 77°F for cooling and
82°F for heating.

0 SLEEP: This function has been designed for comfort and energy
saving, it adjusts automatically the temperature during operation.

FAN: The available fan speed are: LOW, MED, HIGH and AUTO.
AUTO FAN controls fan speed in accordance to indoor temperature
and setting temperature performing constant calculations.

0 TURBO: Only available in COOL and HEAT modes, it sets fan
speed to the highest level.

TURBO

’ ‘IEI"“EEI’ “EEID 1'!!" "IEI"
—

3

BUTTONS (+)( - ): Increase or decrease cooling or heating
temperature.

(

0 MEMORY : Press this key for 5 seconds to save custom settings,
like set point temperature, mode and fan Speed. This function
saves your preferences in one button.

0 DISPLAY : Turns on and off, air handler sisplay light

0 RESET: Press reset to set factory settings.

0 LOCK: Press to remote keys lock.




Remote control

Function description:

Signal Transmitter 01 SWING : Activate oscillating mode, changing constantly air flow

==\
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/off

'
S
3
+

temp.

TURBO

’ ‘IEI"“EEI’ “EEID 1'!!" "IEI"

3

direction

1
DIRECT : Press to change the fix louver position.

1 >>1>-1>1 15Fixed Angles
1 2 3

TIMER ON : This TIMER can be used to automatically turn ON
the unit to a desired time. in the range 24 hours. @

Press TIMER ON once to program timer and press

many times as needed to select the Turning ON time,

first ten hours changes will done every 30 min,

last 14 hours changes will be hourly until 24hr as maximum.

TIMER OFF : This TIMER can be used to automatically turn OFF
the unit to a desired time. in the range 24 hours.

Press TIMER OFF once to program timer and press

many times as needed to select the Turning OFF time,

first ten hours changes will done every 30 min,

last 14 hours changes will be hourly until 24hr as maximum.

NOTE: TIMER ON works only if the unit is OFF and the TIMER OFF
only if the unit has been running.
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